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NOTES: 
 Please refer to page 15 of the CDV97 Series Manual for more detail regarding 

configuration of the external reader output when using CDV-ACC.
 Please note only 1 CDV-ACC per system can be connected.
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CDV-DDP

To change the configuration of the CDV97 to allow external access control via the CDV-
ACC please use the following steps:

1. Present the MASTERCARD ADD to the CDV97 ID window – the  Talk  
indicator will illuminate and two beeps will be heard.

2. Present the MASTER CARD DELETE to the CDV97 ID window – the 
 Unlock  indictor will also illuminate and a further two beeps will be 
heard.

3. Present the MASTERCARD DELETE again to change the setting from default 
to external access control using the CDV-ACC –  Unlock & Talk  indicators 
will turn off and a single beep will be heard. After 10 seconds if no further 
operation is carried out the CDV97 will exit the programming mode. 

To change the setting back to default (internal access control) repeat the above 
procedure.

To change the configuration of the CDV-DDP panel to allow external access control via the CDV-ACC 
please use the following steps:

 NOTES:
 Only 1 x CDV-ACC can be used per system, therefore only 1 entrance can use an integral reader.
 The CDV-ACC will only operate with CDV-DDP firmware version v000101 or v000102.1.

CDV-ACC Addition for External Reader Output

CDV-TEV-ACC-GEN
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1.                   Touch screen to switch on.
2.                   Touch the CDVI logo in the bottom left of the screen then press and hold the  Unlock 
 icon on the right hand side of the monitor frame to enter the  Installer Setup  page.
3.                   Press and hold the 'Unlock' icon unit 'Property Setup' is shown on screen (CDV47MGv2).
4. Enter 1#34#23C#1#0#01# to set for external access control via the CDV-ACC, OR
5.                        Enter 1#34#23C#1#0#00# to set back to default internal control.
7. Exit the menus and power cycle the CDV-DDP.
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